





KRYSTAL

The solar roof providing the highest power

In case a high nominal power is
required and roof surfaces are not
very large, the right solution is Krystal
system.

The polycrystalline or
monocrystalline panelin
“tedlarglass”, on purpose designed

3 cells wide, is integrated with our
Riverclack® sheet.

The PV panel simply clicks in to place
with the Riverclack® roofing system
without through perforations of the
covering.

Therefore, all waterproof
characteristics of Riverclack®
covering system are preserved.

A perfect integration designed to last
throughout the years.

CHARACTERISTICS

* Photovoltaic panels in high-
effective mono/polycrystalline
silicon.

*Wind uplift resistance up to 450
kg/sqm.

¢ Weight about 12,5 Kg/sqm.

* The reduced panel width offers a
considerable resistance to unfa-
vourable weather conditions (hail)
and to walkability in case of roof
maintenance.

* Riverclack® covering system 20-
year guarantee.

AVANTAGES

* Ease of installation without per-
forating the roof.

* Replacement and maintenance
ease and quickness.

* Possibility to choose supplier and
panel to fit your own needs.

* Excellent ventilation for the lack
of traditional frame that limits the
air stream.

* Low architectural impact

» System guarantee for the whole
Feed in tariff period.







6QUATTRO

The certified roof system for First Solar® modules

60uattro system results as the
joint experience in roofing and
integrated solutions of ISCOM

and expertise of First Solar® in the
production of thin film photovoltaic
panels.

First-Solar®photovoltaic panels
with thin film semiconductor tech-
nology are perfectly integrated to
the Riverclack® sheet.

Installation through snap locking
system without any through per-
foration maintains all Riverclack®
roof features unchanged.

6quattro is the right solution for
large photovoltaic plants for a
power equal or higher than kWp
30.

CHARACTERISTICS

¢ High energetic performance at
different climatic conditions.

e Excellent performance even in
case of low irradiation.

* Low heat coefficient.

e Eco-friendly thanks to the finan-
ced programme for panels collec-
tion and recycling.

* Wind uplift resistance up to 450
kg/sqm.

* Roof sheet working width: mm
640.

* Distributed load resistance.

* Integrated panel weight: about 20
kg/sqm.

AVANTAGES

* Ease of installation without
through perforations.

e Economical efficient for large
plants.

e Excellent performance.

* The system can be added to or
panels can be replaced at any time
quickly with little effort.

* System guarantee for the whole
Feed in tariff period.
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